FujiGom
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UM-1, -5, HC-49/U

HIGH RELIABILITY CRYSTAL UNITS

UM-1, -5, HC-49/U (SMD TYPE: J)
BESN. BETETRIZEBN. BBARBE. SILFATA7ERECORLVVARIZRETT,

Excellent Temperature characteristic, Aging and suitable for the various such as mobile communications and

multimedia etc.

Main Applications

¥ ¥

%K / Features

==

J BIEHEIFEEE /Telecommunication equipment
& 55, GPS/Portable phone, GSM, GPS

o BRIE. 2IEHEM.High reliability

Yo YIAO—AEETT , (JHF M) Reflow available. (J type)
Yo TURAT—EVSIZ&SBEEIERETEE. Automatic and perfect packaging due to emboss taping.
Jc $A7Y)—. RoHSIE SR .~ Pb free, RoHS compliant

{1#% / Specification

1L #%/Specification

I5H / ltem

UM-1, -5, HC-49/U ( SMD type: J )

FEiK#L / Frequency

6.00 ~ 40.0MHz
40.0 ~ 200.0MHz

IRENE—FK/ Oscillation mode

AT cut, Fundamental, 3rd, 5th and 7th overtone

Bl #RZ / Frequency tolerance

+5ppm ~ =+50ppm at 25°C

BEYE / Temperature tolerance

+3ppm~ (-10°C ~ +60°C)
+5ppm~ (-20°C ~ +70°C)
+15ppm~ (-40°C ~ +85°C

Z{MEFIEH / Equivalent series resistance

3rd overtone: 100Q max.
7th overtone: 160Q max.

Fundamental: 60Q max.,
5th overtone: 140Q max. ,

i F|ZEE / Shunt capacitance

7pF max.

BB E / Load capacitance

Series resonance, 16pF, 20pF (Standard)

F3477LAIL / Drive level

10 ~ 1004 W

BEEZEE / Aging AF/F

=+ 1ppm max. (25°C+3°C) (First year)

Specifications, which are different from those above, may be acceptable.

5H2~Fi% / Dimensions (mm)

HC-49,U HC-49/U GULL WING UM-1,5,4 UM GULL WING
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Dimension | UM-1 | UM-5
A 8.1 5.8
B 12.8 105
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